
PVC	hose	with	embedded	reduced	pitch
galvanised	steel	spiral,	for	suction	and	delivery
of	food	liquids.

SMOOTH	SURFACES

FLEXIBILIT Y

ABRASION	RESISTANCE

T EMPERATURE	RANGE -5°C	+65°C
23°F	+149°F

CHEMICAL	RESISTANCE PVC	table

CRUSHING	RESISTANCE

FOR	FOOD
Suitable	according	to	Reg.	CE

1935/2004	and	Reg.	UE	10/2011	for
contact	with	foodstuff	that	requires	a

simulating	liquid	type	A	B	C,	migration
tests	performed	at	70°C	for	2	hours.

912977 IBERFLEX



3/83/8 1010 16.2 3.1 180 40 10 10 9 5.5 right 0.8 30 ON	DEMAND

1212 18.2 3.1 190 48 10 10 9 6 right 0.8 30 ON	DEMAND

1313 19.2 3.1 210 52 10 10 9 6 right 0.8 30 ON	DEMAND

1414 20.2 3.1 230 56 10 10 9 6 right 0.8 30 ON	DEMAND

5/85/8 1616 22.2 3.1 260 64 10 10 9 7 right 0.8 30 ON	DEMAND

1818 25 3.5 295 72 9 27 9 7 right 1 30 ON	DEMAND

3/43/4 1919 26 3.5 330 76 9 27 9 7.2 right 1 30 ON	DEMAND

2020 27 3.5 340 80 8.5 25.5 9 7.5 right 1 30 ON	DEMAND

2121 27.5 3 310 85 8.5 25.5 9 7.5 right 1 30 ON	DEMAND

2222 29.4 3.7 400 88 8.5 25.5 9 7.5 right 1 30 ON	DEMAND

11 2525 33 4 520 100 8.5 25.5 9 7.5 right 1 30 ON	DEMAND

3030 38.4 4.2 630 120 8 24 9 8 right 1 30 ON	DEMAND

1	1	 1/ 41/ 4 3232 40.4 4.2 660 128 8 24 9 8 right 1 30 ON	DEMAND

3535 43.6 4.3 750 140 8 24 9 8.5 right 1.2 30 ON	DEMAND

1	1	 1/ 21/ 2 3838 47 4.5 800 152 8 24 9 8.5 right 1.2 30 ON	DEMAND

4040 49.6 4.8 950 160 8 24 9 8.5 right 1.2 30 ON	DEMAND

1	1	 3 / 43 / 4 4545 54.8 4.9 1150 180 8 24 9 9.5 right 1.5 30 ON	DEMAND

22 5050 60.8 5.4 1300 200 6 18 9 9.5 right 1.5 30 ON	DEMAND

5151 61.8 5.4 1330 204 6 18 9 9.5 right 1.5 30 ON	DEMAND

5555 66 5.5 1500 220 5.5 16.5 9 9.5 right 1.5 30 ON	DEMAND

6 06 0 72 6 1750 240 5.5 16.5 9 10.5 right 1.5 30 ON	DEMAND

2	2	 1/ 21/ 2 6 36 3 74 5.5 1800 252 5.5 16.5 9 10.5 right 1.5 30 ON	DEMAND

6 56 5 77,	2 6.1 1900 260 5 15 9 10.5 right 1.5 30 ON	DEMAND

7070 83.4 6.7 2100 280 4.5 13.5 8.5 12.5 right 1.8 30 ON	DEMAND

7575 88.4 6.7 2250 300 4.5 13.5 8.5 12.5 right 1.8 30 ON	DEMAND

33 7676 89.6 6.8 2300 304 4 12 8.5 12.5 right 1.8 30 ON	DEMAND

8 08 0 92.6 6.3 2500 320 3.5 10.5 8.5 14 right 1.8 30 ON	DEMAND

8 98 9 102 6.5 2900 356 3.5 10.5 8.5 14 right 1.8 30 ON	DEMAND

3	3	 1/ 21/ 2 9 09 0 103 6.5 2900 360 3.5 10.5 8.5 14 right 1.8 30 ON	DEMAND

10 010 0 116 8 3650 400 2.5 7.5 8.5 15 right 2.5 30 ON	DEMAND

44 10 210 2 117 7.5 3700 408 2.5 7.5 8.5 15 right 2.5 30 ON	DEMAND

10 510 5 121 8 3850 420 2.5 7.5 8.5 16 right 2.5 30 ON	DEMAND

110110 126 8 3950 440 2.5 7.5 8 16 right 2.5 20 ON	DEMAND

120120 136 8 4300 480 2.5 7.5 8 16 right 2.5 20 ON	DEMAND

125125 141.4 8.2 4600 500 2.5 7.5 8 16 right 2.5 20 ON	DEMAND

55 127127 143.4 8.2 4700 508 2.5 7.5 8 16 right 2.5 20 ON	DEMAND

150150 169.4 9.7 6500 600 2 6 8 16 right 2.5 20 ON	DEMAND

66 152152 170.4 9.2 6600 608 2 6 8 18 right 2.5 20 ON	DEMAND

88 20 320 3 223 10 9000 812 1.5 4.5 8 18 right 2.5 10 ON	DEMAND

All	technical	specifications	apply	to	a	temperature	of	23°C	±	2°C	(ISO	291).	-	Tolerance	on	all	specifications	±	5%.
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