
POLYURETHANE	(PU)	POLYETHER	hose	with	PVC
spiral,	copper	wire	for	antistatic	rendering,	for
suction	and	transport	of	abrasive	materials,	and
dry	foods.

SMOOTH	SURFACES

FLEXIBILIT Y

ABRASION	RESISTANCE

T EMPERATURE	RANGE -25°C	+85°C
-13°F	+185°F

CHEMICAL	RESISTANCE PU	table

CRUSHING	RESISTANCE

ANT ISTAT IC Wire	resistance	0,075
Ohm/m

HYDROLYSIS
RESISTANCE

Resistant	to	hydrolysis	in
60°C	warm	water.

OZONE	RESISTANCE

MICROORGANISMS
RESISTANCE

FOR	FOOD
Suitable	according	to	Reg.	CE

1935/2004	and	Reg.	UE	10/2011	for
contact	with	dry	foodstuff	that	requires	a

simulating	liquid	type	E,	specific
migration	tests	performed	at	70°C	for	1

hours.

911011 OREGON	PU	ET	ANTISTATICO



11 2525 30.9 0.5 2.8 190 25 0.6 1.8 4 7.2 right 20 IN	STOCK

3030 35.8 0.6 2.9 210 30 0.6 1.8 4 7.2 right 20 IN	STOCK

1	1	 1/ 41/ 4 3232 38 0.6 3 240 32 0.6 1.8 4 8 right 20 IN	STOCK

3535 41 0.6 3 250 35 0.4 1.2 4 8 right 20 IN	STOCK

1	1	 1/ 21/ 2 3838 44.4 0.6 3.2 310 38 0.4 1.2 3 7.5 right 20 IN	STOCK

4040 46 0.6 3 330 40 0.4 1.2 3 8.3 right 20 IN	STOCK

1	1	 3 / 43 / 4 4545 51.6 0.6 3.3 370 45 0.4 1.2 3 9.5 right 20 IN	STOCK

22 5050 58.4 0.7 3.7 440 50 0.4 1.2 3 10.1 right 20 IN	STOCK

6 06 0 68 0.7 4 500 60 0.4 1.2 3 11.3 right 20 IN	STOCK

2	2	 1/ 21/ 2 6 36 3 71.5 0.7 4 530 63 0.3 0.9 3 10.5 right 20 IN	STOCK

7070 78.4 0.7 4.2 660 70 0.3 0.9 3 13.2 right 20 IN	STOCK

7575 83.4 0.7 4.2 660 75 0.3 0.9 3 13.2 right 20 IN	STOCK

33 7676 84.6 0.7 4.2 660 75 0.3 - 3 12.3 right 20 ON	DEMAND

8 08 0 89.5 0.7 4.5 740 80 0.2 0.6 3 14 right 20 IN	STOCK

3	3	 1/ 21/ 2 9 09 0 99.6 0.8 4.8 810 90 0.2 0.6 3 15 right 20 IN	STOCK

10 010 0 109.6 0.8 4.8 920 100 0.2 0.6 3 14 right 20 IN	STOCK

44 10 210 2 111.2 0.8 4.8 920 100 0.2 0.6 3 14 right 20 ON	DEMAND

110110 121 0.8 5.5 1120 110 0.2 0.6 3 15 right 20 IN	STOCK

120120 131.5 0.8 5.5 1180 120 0.15 0.45 3 17 right 20 IN	STOCK

125125 136.5 0.8 5.5 1250 125 0.15 0.45 3 17.5 right 20 IN	STOCK

55 127127 138 0.8 5.5 1250 125 0.15 - 3 17.5 right 20 ON	DEMAND

130130 142 0.8 6 1350 130 0.15 0.3 3 19 right 20 IN	STOCK

140140 152 0.9 6 1500 140 0.1 0.3 3 19 right 20 IN	STOCK

150150 162 0.9 6 1600 150 0.1 0.3 3 20 right 20 IN	STOCK

66 152152 164.4 0.9 6 1650 150 0.1 0.3 3 19.5 right 20 ON	DEMAND

16 016 0 172.4 0.9 6.2 1780 160 0.1 0.3 3 20 right 20 IN	STOCK

18 018 0 193 0.9 6.5 2100 180 0.1 0.3 3 21 right 10 IN	STOCK

20 020 0 214 0.9 7 2280 200 0.1 0.3 3 21.5 right 10 IN	STOCK

All	technical	specifications	apply	to	a	temperature	of	23°C	±	2°C	(ISO	291).	-	Tolerance	on	all	specifications	±	5%.
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