
11 2525 33 - 4 200 66 5 left 30 IN	STOCK

2929 36 - 3.5 220 76 5 left 30 IN	STOCK

1	1	 1/ 41/ 4 3232 41 - 4.5 270 82 5 left 30 IN	STOCK

1	1	 1/ 21/ 2 3838 48 - 5 360 93 5 left 30 IN	STOCK

1	1	 3 / 43 / 4 4545 55 - 5 470 110 5 left 30 IN	STOCK

22 5050 61 - 5.5 560 122 5 left 30 IN	STOCK

6 06 0 72 - 6 700 146 4 left 30 IN	STOCK

7575 88 - 6.5 920 155 4 left 15 IN	STOCK

8 08 0 94 - 7 1000 170 4 left 15 IN	STOCK

All	technical	specifications	apply	to	a	temperature	of	23°C	±	2°C	(ISO	291).	-	Tolerance	on	all	specifications	±	5%.

Spiral	hose	made	of	EVA,	unreinforced,	for
extraction	of	air,	dusts,	welding	smokes	and
gases.

SMOOTH	SURFACES

FLEXIBILIT Y

ABRASION	RESISTANCE

T EMPERATURE	RANGE -30°C	+60°C
-22°F	+140°F

CHEMICAL	RESISTANCE EVA

CRUSHING	RESISTANCE
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918010 EVA	INDUSTRIAL


